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B. Bingen 2026 Local Road Safety Plan 
  

















































































https://wsdot.wa.gov/LocalPrograms/Traffic/CitySafetyProgram
https://wsdot.wa.gov/LocalPrograms/ATP/funding.htm
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C. Goldendale 2026 Local Road Safety Plan 
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D. Stevenson 2026 Local Road Safety Plan 
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E. White Salmon 2026 Local Road Safety Plan 
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Countermeasures for Non‐Signalized Intersections 
NS1. Add  Intersection Lighting  
Effective at unsignalized intersections that have a disproportionate 
number of nighttime crashes and do not currently have lighting. This 
treatment improves the safety of the intersection during nighttime by 
making drivers more aware of the surroundings at the intersection, 
enhancing driver’s available sight distances and improving the visibility of 
non‐ motorists. This countermeasure only applies to night crashes (all 
types) occurring within limits of the proposed roadway lighting 
‘engineered’ area. 

Benefit‐Cost 
» Implementation of this treatment reduces nighttime injury crashes by 
38% and nighttime pedestrian crashes by 42% (WSDOT). 

» 20 years of expected life 

» Estimated $8,000 per intersection 

» Cost variation based on cost for lighting installation and an ongoing 
maintenance and power cost. 

 

Sources: CA‐Local Roadway Safety Manual 

 
 
 
EXISTING CONDITION          IMPLEMENTATION 

            
 
 

 

NS2. Convert to All‐way Stop Control  
Applicable at unsignalized intersection locations (currently with two‐way stop control 
or two‐way yield control) with a crash history and have no controls on the major 
roadway approaches. The all‐way stop control is suitable only at intersections with 
moderate and relatively balanced volume levels on the intersection approaches. This 
treatment addresses to all type of crashes and only applies to crashes occurring in the 
intersection and /or influence area of the new control. All‐way stop warrant should 
be considered. 

Benefit‐Cost 
» Implementation of this treatment reduces crashes by 18‐75% (ODOT). 

» 10 years of expected life. 

» Estimated $5,000 per intersection. 

» Cost variation based on numbers of locations. 

 

Sources: CA‐Local Roadway Safety Manual 

 
EXISTING CONDITION 

 
IMPLEMENTATION 
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NS3. Install Roundabout 
Effective at intersections that have a high frequency of right‐angle and left‐turn type 
crashes,  primarily  at  unsignalized  intersections  with  moderate‐volumes.  This 
countermeasure only applies to crashes occurring in the intersection and/or influence 
area of the new control and is not eligible for use at existing all‐way stop intersections. 

Benefit‐Cost 
» Implementation of this treatment at 2‐way stop controlled intersection reduces 
crashes by 25% and fatal/injury crashes by 35% (WSDOT). 

» 20 years of expected life. 

» Estimated $750,000 per intersection. 

» Cost variation based on the environmental process, right‐of‐way acquisition and 
implementation under an agency’s long‐term capital improvement program. 

 

Sources: CA‐Local Roadway Safety Manual 

 
EXISTING CONDITION 

 
IMPLEMENTATION 

 
 

NS4. Implement Unsignalized  Intersection Signing 
and Marking Improvements  
Target unsignalized intersections with patterns of rear‐end, right‐ angle, or 
turning collisions related to lack of driver awareness of the presence of the 
intersection. The set of low‐cost countermeasures is designed to increase 
drivers’ alertness to the presence of the intersection and reduce potential 
conflicts with other entering vehicles. These treatments can include advanced 
intersection warning signs, oversized signs, doubled‐up signs, stop ahead signs or 
painted on side street to supplement STOP sign.  

Benefit‐Cost 
» Implementation of this treatment reduces crashes by 25% (WSDOT). 

» 10 years of expected life. 

» Estimated $700 per intersection. 

» Cost variation based on the number of signs. 

 

Sources: CA‐Local Roadway Safety Manual 

 
 
 
 
IMPLEMENTATION 
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NS5. Install Transverse Rumble Strips  

Transverse rumble strips are installed in the travel lane for providing an auditory and 
tactile sensation for each motorist approaching the intersection. They can be used at 
any stop or yield approach intersection, often in combination with advance signing to 
warn of the intersection ahead. This countermeasure applies to all crashes occurring 
on the approach / influence area of the new rumble strips. 

Benefit‐Cost 
» Implementation of this treatment reduces all crashes by up to 6% and fatal/injury 
crashes by 7% (WSDOT). 

» 10 years of expected life. 

» Estimated $5,000 per intersection. 

» Cost variation based on the length of the rumble strips. 

 

Sources: CA‐Local Roadway Safety Manual 

 
EXISTING CONDITION 

 
IMPLEMENTATION 

 

 

NS6. Install Raised Median 

Used at Intersections noted as having turning movement crashes near the 
intersection as a result of insufficient access control. Application of this 
countermeasure should be based on current crash data and a clearly defined need to 
restrict or accommodate the movement. Angle crashes are addressed through this 
countermeasure. When agencies opt to install landscaping in conjunction with new 
raised medians, these locations must be excluded from their federally funded HSIP 
application scope. This countermeasure only applies to crashes occurring on the 
approaches / influence area of the new raised median.  

Benefit‐Cost 
» Implementation of this treatment reduces all crashes by up to 39% and 
fatal/injury crashes by 44% (WSDOT). 

» 20 years of expected life. 

» Estimated $200,000+ (depends on length, right‐of‐way, and surface treatment). 

» Cost variation based on the size of the new median. 

 

Sources: CA‐Local Roadway Safety Manual 

 
EXISTING CONDITION 

 
IMPLEMENTATION 
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NS7. Install Right‐turn Lane 
Applicable when many collisions at unsignalized intersections are related to right‐
turn maneuvers. This countermeasure provides exclusive right‐turn lanes, 
particularly on high‐volume and high‐speed major‐road approaches to minimizing 
the collisions and applies to crashes occurring on the approaches / influence area of 
the new right‐turn lanes.  

Benefit‐Cost 
» Implementation of this treatment reduces all crashes by up to 8% and fatal/injury 
crashes by 17% (WSDOT). 

» 20 years of expected life. 

» Estimated $200,000 per intersection. 

» Cost variation based on how wide the new right lane. 

 

Sources: CA‐Local Roadway Safety Manual 

 
EXISTING CONDITION 

 
IMPLEMENTATION 

 
 

NS8. Install Enhanced Pedestrian Crossing wish 
Advanced Features 

Applicable at non‐signalized intersections without a marked crossing, where 
pedestrians are known to cross, that involve significant vehicular traffic. They 
are important at school crossings and intersections with right and/or left turns 
pockets. Rectangular rapid flashing beacons (RRFBs), overhead flashing 
beacons, curb extensions, advanced stop or yield lines and other safety features 
should be added to complement the standard crossing elements. This 
countermeasure reduced pedestrian crashes occurring in the crossing 
(influence area) with the new enhanced safety features. 

Benefit‐Cost: 
» Implementation of this treatment reduces pedestrian crashes by 40% 
(WSDOT). 

» 20 years of expected life 

» Estimated $ 50,000 per intersection 

» Cost variation based on the length of the pedestrian crossing and the 
amount of safety signs. 

 

Sources: CA‐Local Roadway Safety Manual 

 
IMPLEMENTATION 
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NS9. Install Pedestrian Crossing (signs and markings 
only) 
Applicable when many collisions at unsignalized intersections are related to left‐
turn maneuvers. This countermeasure provides exclusive left‐turn lanes, 
particularly on high‐volume and high‐speed major‐road approaches to minimizing 
the collisions. This countermeasure applies to crashes occurring on the approaches 
/ influence area of the new left‐ turn lanes, but is not eligible for use at existing all‐
way stop intersections. 

Benefit‐Cost 
» Implementation of this treatment reduces pedestrian crashes by 40% (WSDOT). 

» 20 years of expected life 

» Estimated $200,000 per intersection 

» Cost variation based on how wide the new left lane. 

 

Sources: CA‐Local Roadway Safety Manual 

 
EXISTING CONDITION 

 
IMPLEMENTATION 
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Countermeasures for Roadway Segments 

R1. Add Segment Lighting 
Applied  to  night‐time  crashes.  In particular,  patterns  of  rear‐end,  right‐angle, 
turning or roadway departure collisions on the roadways may indicate that night‐
time drivers  can be unaware of  the roadway characteristics. This  treatment 
addresses only to all night type crashes. 

Benefit‐Cost 
» Implementation of this treatment reduces injury crashes by 28% (HSM). 

» 20 years of estimated life 

» Estimated $8,000 per installation 

» Cost variation depending if lighting connected to signal box.  

 

 

Sources: CA‐Local Roadway Safety Manual, Highway Safety Manual 

 
EXISTING CONDITION 

 
 
IMPLEMENTATION 

 
 

R2. Remove or Relocate Fixed Objects 
Applicable to known locations or roadway segments prone to collisions with fixed 
objects such as utility poles, drainage structures, trees, and other fixed objects, 
such  as  the outside of  a  curve, end  of  lane  drops,  and  in  traffic  islands.  This 
treatment addresses fixed object crashes that occur within the current clear zone. 

Benefit‐Cost 
» Implementation on this treatment reduces run off road crashes by 38% 
(WSDOT). 

» 20 years of expected life 

» Varies. Up to estimated $50,000 per deployment 

» Costs will generally be low, assuming that in most cases the objects to be 
removed are within the right‐of‐way. 

 

 

Sources: CA‐Local Roadway Safety Manual 

 
EXISTING CONDITION 

 
 
IMPLEMENTATION 
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R3. Install Guardrail 
Guardrail is installed to reduce the severity of lane departure crashes. This 
treatment addresses fixed object and run‐off road crashes. Its value in reducing 
collisions should only be applied to locations where past crash data or 
engineering judgement suggests the guardrail may result in a few or less severe 
crashes because the guardrail itself is a fixed object. 

Benefit‐Cost 
» Implementation on this treatment reduces run off road crashes by 7‐34% 
(ODOT). 

» 20 years of expected life 

» Estimated $50,000 per installation 

 

Sources: CA‐Local Roadway Safety Manual 

EXISTING CONDITION 

 
 
IMPLEMENTATION 

 
 

R4. Install Roadside Impact Attenuators 
Impact attenuators are typically used to shield rigid roadside objects such as 
concrete barrier ends, steel guardrail ends and bridge pillars from oncoming 
automobiles. This treatment addresses fixed object and run‐off road that occur 
with the limits of the new attenuators. This countermeasure and corresponding 
collision reduction benefits should only be applied to locations where past crash 
data or engineering judgement applied to existing conditions suggests the 
upgraded attenuators may result in a few or less severe crashes. 

Benefit‐Cost 
» Implementation of this treatment reduces crashes by 25%. 

» 10 years of expected life 

» Estimated $5,000 for steel railing, $2,500 for traffic barrels 

» Costs depending on the scope of the project, type(s) used, and associated 
ongoing maintenance costs. 

 

Sources: CA‐Local Roadway Safety Manual 

EXISTING CONDITION 

 
 
IMPLEMENTATION 
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R5. Add 2 ft Paved Shoulder 
Installed in roadways that have a frequent incidence of vehicles leaving the travel 
lane resulting in an unsuccessful attempt to reenter the roadway. The probability 
of a safe recovery is increased if an errant vehicle is provided with an increased 
paved area in which to initiate such a recovery. This type of countermeasure 
addresses Fixed object, Run‐off Road, and Sideswipe collisions. 

Benefit‐Cost 
» Implementation on this treatment reduces crashes by 5‐13% (ODOT). 

» 20 years of expected life. 

» Estimated $150,000 (cost depends on need for right‐of‐way or if roadside 
modification is needed). 

» Shoulder widening costs would depend on whether new right‐of‐way is 
required and whether extensive roadside modification is needed. Since 
shoulder widening can be a relatively expensive treatment, one of the keys to 
creating a cost‐effective project with at least a medium B/C ratio is targeting 
higher‐hazard roadways. 

 

Sources: CA‐Local Roadway Safety Manual 

EXISTING CONDITION 

 
 
IMPLEMENTATION 

 

 

R6. Add Unpaved Shoulder 
Appropriate to roadways with a frequent incidence of vehicles leaving the 
travel lane resulting in an unsuccessful attempt to reenter the roadway. This 
countermeasure addressed all types of crashes. Unless shoulder widening 
requires additional right‐of‐way and environmental impacts, these 
treatments can be implemented in a relatively short timeframe. This 
countermeasure only applies to crashes occurring within the limits of the new 
shoulder.  

Benefit‐Cost 
» Implementation on this treatment reduces crashes by 3‐6% (ODOT). 

» 20 years of expected life 

» Estimated $50,000 (varies) 

» The cost of adding a navigable non‐paved shoulder would depend whether 
extensive roadside modification and shoulder stabilization are required. 

 

Sources: CA‐Local Roadway Safety Manual 

IMPLEMENTATION
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R7. Install Chevron Signs on Horizontal Curves 
Set up on roadways that have an unacceptable level of crashes on relatively sharp 
curves during periods of light and darkness. Ideally this type of safety 
countermeasure would be combined with other sign evaluations and upgrades 
(install warning signs, delineators, markers, beacons, and relocation of existing 
signs per MUTCD standards). This treatment can address all types of crashes; but, 
specifically, run‐off road crashes occurring near curves. This treatment only applies 
to crashes occurring within the influence area of the new signs (i.e. only 
through the curve). 

Benefit‐Cost: 
» Implementation of this treatment reduces crashes by 64% (WSDOT). 

» 10 years of expected life. 

» Estimated $1,000 per curve 

» Costs for implementing this strategy are nominal and depend on the number 
of signs. When considered at a single location, these low‐cost improvements 
are usually funded through local funding by local maintenance crews. 
However, this treatment can be effectively and efficiently implemented using 
a systematic approach with numerous locations, resulting in moderate cost 
projects that are more appropriate to seek state or federal funding. 

 

Sources: CA‐Local Roadway Safety Manual 

IMPLEMENTATION 

 
 
 

 

R8. Add Speed Feedback Signs 
This type of treatment addresses all crashes caused by motorist traveling too 
fast, including horizontal curves. Before choosing this treatment, the agency 
needs to confirm the ability to provide power to the site (solar may be an 
option).  

Benefit‐Cost 
» Implementation on this treatment reduces crashes by 46% (WSDOT). 

» 10 years of expected life 

» Estimated $20,000‐100,000 

» Cost varies by type of implementation. 

 

Sources: CA‐Local Roadway Safety Manual 

IMPLEMENTATION 
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R9. Install Edge Line and Centerline Pavement Marking 

Applicable on any road with a history of run‐off‐road right, head‐on, opposite‐direction‐
sideswipe, or run‐off‐road‐left crashes is a candidate for this treatment. This treatment 
addresses all types, specifically impacts head‐on and run‐off road crashes. It only applies to 
crashes occurring within the limits of the new centerlines and/or edge lines. The treatment is 
not intended to be used for general maintenance activities (i.e. the replacement of existing 
striping) and must include upgraded safety features over the existing striping. For two lane 
roadways allowing passing, a striping audit must be done to ensure the passing limits meeting 
the MUTCD standards. Both the centerline and edge lines are expected to be upgraded. 

Benefit‐Cost 
» Implementation on this treatment reduces run off road, opposite direction and nighttime 
crashes by 21% (WSDOT). 

» 10 years of expected life 

» Estimated $4,000 (depends on number and length of segment, as well as striping material) 

» Costs for implementing this strategy are nominal and depend on the number and length 
of segment as well as the striping material (paint, thermoplastic, etc.). This 
countermeasure can be effectively implemented using a systemic approach with 
numerous and long locations. 

Sources: CA‐Local Roadway Safety Manual 

 

IMPLEMENTATION 
 

 

R10. Install No Passing Zone  
Installed on roadways that have a high percentage of head‐on crashes suggesting that many 
head‐on crashes may relate to failed passing maneuvers. No Passing Zones should be installed 
where driv ers’ “passing sight distance” is not available due to horizontal or vertical 
obstructions. This treatment addresses all types of crashes that occur when drivers cannot 
differentiate the centerline markings between passing and no‐passing area. This treatment 
only applies to crashes occurring within the limits of the new or extended no‐passing zones. 

Benefit‐Cost 
» Implementation of this treatment reduces crashes by 45%. 

» 10 years of expected life 

» Estimated $2,000 (varies) 

» When considered at a single location, these low cost improvements are usually funded 
through local funding by local maintenance crews. However, This treatment can be 
effectively and efficiently implemented using a systematic approach with numerous and 
long locations, resulting in low to moderate cost projects that are more appropriate to 
seek state or federal funding. 

 

IMPLEMENTATION 
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R11. Install Centerline Rumble Strips/Stripes 
Center Line rumble strips/stripes should be used on segments with a history of 
head‐on crashes. This treatment addresses head‐on and opposite‐direction side‐
swipe crashes by alerting drivers who travel into the oncoming travel lane.  

Benefit‐Cost 
» Implementation of this treatment reduces crashes by 20%. 

» 10 years of expected life 

» Estimated $3,000 per mile 

» Costs for implementing this strategy are nominal and depend on the number 
and length of locations. 

 

Sources: CA‐Local Roadway Safety Manual 

IMPLEMENTATION

 
 
 

 

R12. Install Edge Line Rumble Strips/Stripes 
Shoulder and edge line milled rumble strips/stripes should be used on roads 
with a history of roadway departure crashes. This treatment addresses run‐off 
road crashes by providing an auditory and tactile warning when driven on, 
alerting drivers drifting outside their travel lanes.  

Benefit‐Cost 
» Implementation of this treatment reduces opposite direction crashes by 40% 
and fatal/injury crashes by 8%. 

» 10 years of expected life 

» Estimated $3,000 per mile 

» Costs for implementing this strategy are nominal and depend on the number 
and length of locations. 

 

Sources: CA‐Local Roadway Safety Manual 

IMPLEMENTATION
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R13. Rail Crossing Treatments 
Four Quadrant Gates extend across all roadway lanes on both the approach and 
the  departure  side  of  the  crossing.  Unlike  two‐quadrant  gate  systems,  four‐
quadrant  gates  provide  additional  visual  constraints  and  inhibit  most  traffic 
movements over the crossing after the gates have been lowered. Safe guards are 
put in place to ensure vehicles are not trapped on the tracks. 

Wayside Horns  can be used  as  an  adjunct  to  train‐activated  crossing warning 
systems  to provide audible warning of an approaching  train  for  traffic on each 
approach to the highway-rail crossing. A wayside horn system consists of a horn 
or  series  of  horns  located  at  a  public  highway‐rail  crossing  and  directed  at 
oncoming motorists. The wayside horn system simulates a train horn and sounds 
at a minimum of 15 seconds prior to the train’s arrival at the highway‐rail crossing, 
until the lead locomotive has traversed the crossing. It is typically used at locations 
where the train horn is not sounded. 

Benefit‐Cost 
» Quantified benefits unknown. 

»10 Years of expected life 

» Estimated $700,000 for four quadrant gate system 

    » Estimated $500,000 for wayside horn system 

Sources: FHWA, FRA 

IMPLEMENTATION 
 

 
Four Quadrant Gate 
 

 
Wayside Horn 

 

 

R14. No Passing Zone Signs 
A No Passing Zone,  indicated by a  solid yellow  line on  the  left  side of  the 
driver’s direction of travel,  indicates a zone through which sight distance  is 
restricted  or  where  other  conditions  make  overtaking  and  passing 
inappropriate. No Passing Zones are regulatory and legally enforceable. 

In situations where head‐on collision history is observed, a NO PASSING ZONE 
pennant can provide additional information to drivers at the beginning of the 
No Passing Zone, discouraging passing maneuvers. The NO PASSING ZONE 
sign is installed on the left side of the roadway. 

Additionally, DO NOT PASS signs can be added as a supplement to No Passing 
Zone pavement markings to emphasize the restriction on passing.  It can be 
installed at the beginning of, and at intervals within, the No Passing Zone. 

Benefit‐Cost 
» Quantified benefits unknown. 

»10 Years of expected life 

» Estimated $200 per sign 

Sources: FHWA 

IMPLEMENTATION 
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Figure Links 
 
S1a https://www.aaroads.com/california/ca‐238.html S1b https://www.aaroads.com/california/ca‐262.html 
S2a https://safety.fhwa.dot.gov/provencountermeasures/lighting.cfm 
S2b http://wishtv.com/2016/02/16/new‐traffic‐signals‐aim‐to‐reduce‐crashes/ 
S3a http://www.k‐state.edu/roundabouts/ada/news/USNews.htm 
S3b https://parade.com/19072/marilynvossavant/what‐would‐traffic‐light‐synchronization‐cost/  
S4a https://www.fhwa.dot.gov/publications/research/safety/09036/index.cfm 
S4b http://www.madriverunion.com/samoa‐boulevard‐traffic‐light‐system‐changed‐up/  
S5a https://dohanews.co/qatars‐civil‐defense‐junction‐is‐now‐a‐proper‐intersection/ 
S5b http://www.gulf‐times.com/story/461946/Ashghal‐opens‐signal‐controlled‐intersection‐on‐New‐Rayyan‐Road  
S6a  http://www.cochraneeagle.com/article/Cochrane‐familes‐celebrate‐cultural‐diversity‐20170803 
S6b https://rspcb.safety.fhwa.dot.gov/noteworthy/html/edccasestudy_ky.aspx  
S7a https://bouldercolorado.gov/transportation/median‐maintenance  
S7b Unknown 
S8a Google Streetview 
S8b https://nacto.org/publication/urban‐bikeway‐design‐guide/intersection‐treatments/through‐bike‐lanes/  
S9a Google Streetview  
S9b Google Streetview 
S10 https://www.sacbee.com/news/local/article239121918.html 
S11 https://safety.fhwa.dot.gov/provencountermeasures/lead_ped_int.cfm 
 
NS1a Google Streetview  
NS1b Google Streetview 
NS2a Google Streetview 
NS2b http://www.ite.org/uiig/types.asp  
NS3a https://www.flickr.com/photos/repowers/2933707788/  
NS3b Google Streetview 
NS4a https://alchemistsdiary.wordpress.com/2017/07/22/ 
NS4b https://safety.fhwa.dot.gov/intersection/other_topics/fhwasa09020/fhwasa09020.pdf 
NS5a  http://www.cleveland.com/berea/index.ssf/2012/11/berea_changes_stop_sign_parkin.html 
NS5b https://radiobintangsembilan.com/2016/03/07/hindari‐kecelakaan‐anak‐sekolah‐warga‐minta‐garis‐kejut/  
NS6a http://www.jurist.org/hotline/2014/03/zachary‐heiden‐maine‐panhandling.php 
NS6b https://www.edmonton.ca/transportation/on_your_streets/neighbourhood‐traffic‐concerns.aspx  
NS7a Google Streetview 
NS7b https://ux.stackexchange.com/questions/42867/how‐does‐the‐projection‐angle‐of‐road‐arrows‐change‐drivers‐expectations‐
of‐the  
NS8a https://en.wikipedia.org/wiki/Uncontrolled_intersection 
NS8b https://safety.fhwa.dot.gov/provencountermeasures/crosswalk‐visibility.cfm 
NS9a Google Streetview 
NS9b https://nacto.org/publication/urban‐bikeway‐design‐guide/bicycle‐boulevards/major‐street‐crossing/  
 
R1a https://www.shutterstock.com/nb/video/clip‐9830723‐4k‐driving‐car‐on‐highway‐roadway‐night 
R1b https://www.wsdot.wa.gov/research/reports/fullreports/847.1.pdf 
R2a Google Streetview 
R2b Google Streetview 
R3a Google Streetview 
R3b https://www.reddit.com/r/funny/comments/4zcplq/a_local_plumbers_truck_decal/  
R4a Unknown 
R4b http://lslee.com/attenuators/Impact‐Attenuators 
R5a  Unknown 
R5b https://safety.fhwa.dot.gov/ped_bike/tools_solve/fhwasa11018/ 
R6b https://www.fhwa.dot.gov/publications/research/safety/15030/009.cfm  
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R7b https://safety.fhwa.dot.gov/provencountermeasures/enhanced_delineation.cfm 
R8b https://www.fhwa.dot.gov/publications/research/safety/15030/009.cfm  
R9b https://www.fhwa.dot.gov/publications/research/safety/15030/009.cfm 
R10b https://www.shutterstock.com/nb/search/double+yellow+lines 
R11b https://safety.fhwa.dot.gov/roadway_dept/pavement/rumble_strips/bike_ig/ 
R12b   https://safety.fhwa.dot.gov/roadway_dept/pavement/rumble_strips/bike_ig/ 
R13a https://cms.cityoftacoma.org/PublicWorks/RR_Crossing/Dome_OldTown/Option4_S_C_St_Poster_1of2.pdf 
R13b https://safety.fhwa.dot.gov/hsip/xings/com_roaduser/fhwasa18040/ 
R14a https://safety.fhwa.dot.gov/older_users/fhwasa15088/ch4.cfm 
R14b https://driving‐tests.org/road‐signs/do‐not‐pass‐sign/ 
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Appendix B Grant Programs 
 

Based on the projects included in the City Safety Plan, the City may be eligible to submit projects to the 

following grant programs. 

 

WSDOT City Safety Program  
WSDOT Local Programs sends out a call for projects each even-numbered year. This program’s funding is for 

projects enhancing safety on city streets by reducing the severity of crashes and utilizing transportation 

engineering improvements and countermeasures. 

https://wsdot.wa.gov/LocalPrograms/Traffic/CitySafetyProgram  

 

WSDOT Pedestrian and Bicycle Program  

WSDOT Active Transportation Program sends out a call for projects each even-numbered year. The 

Pedestrian and Bicycle Program objective is to improve the transportation system to enhance safety and 

mobility for people who choose to walk or bike.  

https://wsdot.wa.gov/LocalPrograms/ATP/funding.htm  

 

WSDOT Safe Routes to School Program  

WSDOT sends out calls early in even numbered years for project awards in the following biennium. The 

purpose of the Safe Routes to Schools program is to improve safety and mobility for children by enabling and 

encouraging them to walk and bicycle to school. Funding from this program is for projects within two-miles of 

primary, middle and high schools (K-12).  

https://wsdot.wa.gov/LocalPrograms/SafeRoutes/funding.htm  

 

WSDOT Railway-Highway Crossings Program  
Open call for projects depends on future federal funding and Washington State priorities. This program’s 

funding is for projects enhancing safety at public grade crossings by reducing the severity of crashes and 

installing or upgrading protective mechanisms at railroad crossings. 

https://wsdot.wa.gov/localprograms/traffic/railway-crossings-program 

 

Transportation Improvement Board (TIB) Complete Streets  

The Complete Streets Award is a funding opportunity for local governments that have an adopted complete 

streets ordinance. Board approved nominators may nominate an agency for showing practice of planning and 

building streets to accommodate all users, including pedestrians, access to transit, cyclists, and motorists of all 

ages and abilities.  

http://www.tib.wa.gov/grants/grants.cfm?inav=3#other2  

 

  

https://wsdot.wa.gov/LocalPrograms/Traffic/CitySafetyProgram
https://wsdot.wa.gov/LocalPrograms/ATP/funding.htm
https://wsdot.wa.gov/LocalPrograms/SafeRoutes/funding.htm
https://wsdot.wa.gov/localprograms/traffic/railway-crossings-program
http://www.tib.wa.gov/grants/grants.cfm?inav=3#other2
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Surface Transportation Block Grant (STBG) - Urban  

STBG – Urban is for jurisdictions above 5,000 population.  The grant is approximately $6 million per year, with 

grant applications due in July and grant awards in September.  Previous funded projects include bringing urban 

roads and intersections up to urban standards.  Projects need to have a balance of capacity, safety, and 

economic development to get funding.  

https://www.rtc.wa.gov/programs/tip/docs/tipcrit21.pdf 

 

STBG - Rural  
STBG – Rural is for smaller jurisdictions and rural areas awards approximately $1 million every other year 

(even-numbered years). Selection occurs with applications due in July and grant awards in September.  

Criteria are less stringent than urban, but support capacity, safety, and economic development.  It has funded 

downtown improvements in smaller cities and for arterial preservation/safety on county road arterials that 

access cities.  

https://www.rtc.wa.gov/programs/tip/call/  

 

Congestion Mitigation and Air Quality (CMAQ) Improvement Program  

This is available for projects that improve air quality. Available funding is approximately $3 million per year, 

with applications due in July and September grant awards. CAQ has the same criteria as STBG-Urban, but air 

quality points are tripled.  Mostly funded projects are signalized intersections and transit-related projects. 

https://www.rtc.wa.gov/programs/tip/call/  

 

Transportation Alternatives (TA)  

Approximately $1.3 million available every odd year (2023, 2025, etc.).  Grant application due in April with 

grant awards in July.  Criteria and process is outlined in 

https://www.rtc.wa.gov/programs/tap/docs/taGuidebook.pdf. Has funded pedestrian/bicycle improvements. 

 

 

https://www.rtc.wa.gov/programs/tip/docs/tipcrit21.pdf
https://www.rtc.wa.gov/programs/tip/call/
https://www.rtc.wa.gov/programs/tip/call/
https://www.rtc.wa.gov/programs/tap/docs/taGuidebook.pdf
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Appendix C Network Screening 
 
Locations with the highest frequency of 
intersection‐related crashes are along 
Jewett Boulevard (SR 141), SR 14, Tohomish 
Street, Washington Street, Dock Grade 
Road, and Main Avenue. Intersections with 
the most severe crashes are listed in the 
LRSP in Table 3. 
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Crashes where drivers struck an 
animal were reported along SR 14 
east of the Hood River Bridge. 
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Crashes involving bicyclists or 
pedestrians were reported along 
Jewett Boulevard (SR 141) at the 
following locations: 
 Jewett Boulevard (SR 141)/ 

Wauna Avenue –  
Pedestrian‐involved crash 
resulting in serious injury 

 Jewett Boulevard (SR 141)/ 
6th Place –  
Bicycle involved crash resulting in 
possible injury 
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Crashes involving drivers exceeding 
reasonable safe speed or exceeding 
the stated speed limit took place 
along Jewett Boulevard (SR 141), 
Estes Avenue, and Lincoln Street. 
 

   



5  | Page  

 

Crashes involving heavy vehicles 
took place along Tohomish Street 
and SR 14. 
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Crashes in dark/dusk/dawn lighting 
conditions took place on SR 14, 
Jewett Boulevard (SR 141), Dock 
Grade Road, Spring Street, Main 
Avenue, Estes Avenue, and Oak 
Street. 
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Crashes on a wet road surface were 
reported along SR 14, Jewett 
Boulevard (SR 141), Main Avenue, 
Estes Avenue, Tohomish Street, and 
Oak Street. 
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Crashes on an icy, snow, or slush 
road surface took place along Jewett 
Boulevard (SR 141), Estes Avenue, 
Grandview Boulevard, and Spring 
Street. 
 



 

   

 

 

 

 

 

F. Detailed List of Systemic Emphasis Area Strategies 
 

 

 

 















   

 

 

 

Install speed feedback signs 

Speed feedback signs provide real-time information to drivers about their speed and have 
been shown to lower driver speeds when paired with enforcement. They may be applied in 
locations with a high frequency of speed-related crashes and/or other risky behaviors.  

Emphasis Areas: Risky Behavior 
Safe System Approach Element: Safer Speeds 
Strategy Type: Infrastructure 
Implementation Timeline: Short-term 
 
 
 

Implement risky driver behavior education campaigns and enforcement 

Public education campaigns encourage safer driving habits by helping community members 
understand the dangers of distracted and impaired driving. These campaigns can be 
implemented by local governments and community organizations and distributed through 
social media, billboards and signs, posters, flyers, and engagement events. 

Emphasis Areas: Risky Behavior 
Safe System Approach Element: Safer People 
Strategy Type: Non-Infrastructure 
Implementation Timeline: Mid-term 
 
 
 

  

Image source:  https://www.radarsign.com/ 

Image source:  
https://news.delaware.gov/tag/distracted-driving/ 



   

 

 

 

Support enforcement efforts targeting risky driver behavior  

Targeted enforcement efforts for compliance with distracted driving (including cell phone 
use) and impairment laws can discourage risky driver behaviors, which may help reduce 
crash rates and encourage safe behaviors. 

Emphasis Areas: Risky Behavior 
Safe System Approach Element: Safer People 
Strategy Type: Non-Infrastructure 
Implementation Timeline: Mid-term 
 
 
 

Install low-cost stop-controlled intersection visibility upgrades 

This systemic approach to intersection safety involves deploying a package of multiple 
low-cost countermeasures, including enhanced signing and pavement markings, at a high 
number of stop-controlled intersections within a jurisdiction. These countermeasures 
increase driver awareness and recognition of the intersections and potential conflicts. 

Emphasis Areas: Stop Controlled Intersections 
Safe System Approach Element: Safer Roads 
Strategy Type: Infrastructure 
Implementation Timeline: Short-term 
 
 

 

  

Image source: https://highways.dot.gov/media/11351 

Image source: https://kslnewsradio.com/utah/uhp-
distracted-driving/2201109/ 



   

 

 

 

Install transverse rumble strips on stop-controlled approaches 

On approaches to stop-controlled intersections, rumble strips can 
be milled across the roadway or added on top of the pavement to 
provide an audible and vibratory warning to drivers. 

Emphasis Areas: Stop Controlled Intersections 
Safe System Approach Element: Safer Roads 
Strategy Type: Infrastructure 
Implementation Timeline: Short-term 
 
 

Install “Stop Ahead” pavement markings 

Installing pavement markings on a roadway surface that informs drivers 
of an approaching unsignalized intersection. These pavement markings 
can be used to increase drivers' alertness to the presence of an 
unsignalized intersection.  

Emphasis Areas: Stop Controlled Intersections 
Safe System Approach Element: Safer Roads 
Strategy Type: Infrastructure 
Implementation Timeline: Short-term 
 
 

  

Image source: 
https://www.fhwa.dot.gov/publications/research/safety/hsis/12047/index.cfm 

Image source: 
https://www.fhwa.dot.gov/publications/research/safety/08045/index.cfm 



   

 

 

 

Install intersection warning signs with flashing beacons 

Flashing beacons draw driver attention to signs with a flashing light. They can be installed on 
intersection warning signs to increase sign visibility and encourage driver compliance.  

Emphasis Areas: Stop Controlled Intersections 
Safe System Approach Element: Safer Roads 
Strategy Type: Infrastructure 
Implementation Timeline: Short-term 
 
 
 

Increase triangle sight distance 

Intersection sight distance can be improved by trimming vegetation, relocating signs, or 
restricting on-street parking to improve a driver’s ability to see oncoming traffic and make 
safer decisions when entering or crossing a roadway.  

Emphasis Areas: Stop Controlled Intersections 
Safe System Approach Element: Safer Roads 
Strategy Type: Infrastructure 
Implementation Timeline: Short-term 
 
 
 

 

 

 

Image source:  
https://carmanah.com/news/ 
school-beacons-being-replaced/ 

Image source: https://bergmanengineering.net/sight-distance/ 
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